
Type:  

8748 - 8749 

výrobca: PGM 

Vpp 

napätie: 

Napájanie 

Vcc: 

Algoritmus: PGM 

pulz: 

Poznámka 

8748 .. 25V 5V normal 50ms 1kB 
8749 .. 25V 5V normal 50ms 2kB 
8748H .. 21V 5V normal 50ms 1kb 
8749H .. 21V 5V normal 50ms 2kB 
MBL8748H Fujitsu 21V 5V normal 50ms 1kB 
MBL8749H Fujitsu 21V 5V normal 50ms 2kB 
8748 Intel 25V 5V normal 50ms 1kB 
8748H Intel 21V 5V normal 50ms 1kB 
8749H Intel 21V 5V normal 50ms 2kB 
M5L8748S Mitsubishi 25V 5V normal 50ms 1kB 
uPD8748 NEC 25V 5V normal 50ms 1kB 
uPD8748H NEC 21V 5V normal 50ms 1kB 
uPD8749H NEC 21V 5V normal 50ms 2kB 
MHB8748C TESLA 25V 5V normal 50ms 1kB 
TMP8748P Toshiba 25V 5V normal 50ms 1kB 
8748 UMC  25V 5V normal 50ms 1kB 
8748H UMC 21V 5V normal 50ms 1kB 
8749H UMC 21V 5V normal 50ms 2kB 

Na programovanie je potrebných 25Vpp pre NMOS verziu čipu, pre HMOS obvody je to 

21Vpp. 

(Obvody NMOS majú väčšiu spotrebu.) 

 


